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FLEETMANAGER CPANEL

SOBRKO9

One Button SOS Function
Bluetooth

Man Down Function

Proof of Life

5 Remote Panic Buttor{5m range)
RevGeoGat¥erified

RevGeoGate Alerts! Compatible
Direct dial buttoms (M1/M2/M3)
Alert type based on SM&hd TCP/IP
Online tracking / geofencing
Autonomous operation

Personel security and recovery
Internal antennas

Integrated flashlite

Hearing aid M3/T3wgpported
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Support & Sales Skype: RevGeoGate.eu

FLEETPLANNER.BE ...

20 CHANNEL

-~ satellite

Contact Information:
Sales@Fleetplanner.be
Schoordijk 18

2170 Merksem Belgium
Fax: +3236453743

Mobile CEO +32475558839

TheEC7000is mainly designed for elderly peo@d lone workersThe big buttons and large display font makes
easier for them to handle and read the mobile phone. The simplicity of the menu structure makes it easy to
the phone. When the emergencytion, Remote Panic Button or Man Dovgtriggeredthe phone will dial out in
hands freemode to 3 preset numbers where it completes the alarm pesdey sending location reports to 3

dedicated SMS numbers. An authorized phone number can control the pleomstely.

One buttonalarm systemsuitable for most applications




Support & Sales Skype: RevGeoGate.eu
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Contact Information:
Sales@Fleetplanner.be
Schoordijk 18

2170 Merksem Belgium
Fax: +3236453743

Mobile CEO +32475558839

w GeoFencing
w One button alarm sequence
w Man Down features 30°,45°,60° with sensitivity adjustment

Applications

Elderly

Field employee monitorin_.one worker functions)
Security /emergency services

Theft protection

Search and Rescue
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Technical Specifications

GSM core
900/1800DUALBand
GPRS connectivity

GPS core

High Sensitivity 20 channel reciever
Time to First Fix cold start:5-15 minutes
Time to First Fix hot start: 1-2 minutes

Electrical characteristics
Standby Time: 80 hrs(24h with GPS)
Talk Time: 420min

Remote Panic Button characteristics
Battery life: 1-2years
Range: 75m

Man Down characteristics

Angles: 60°, 45°, 60°
Sensitivity:  Low, medium,high
Delay: customizable

Physical characteristics
Dimensions (LxXWxH)25x54 x 17 mm
Weight:110g



